145 GPM (548 LPM) / 2-Inch Ports » Non-Metallic Diaphragm Pump

BEEZXX-J00(-C 2" HON-METALLIC IAPHRAGH PUMP

erforman ce Specifications renrormce cumves

RATIO: 1:1 e B A R
. . | Periormance based on walmr
MAXIMUM G.P.M. (Liters): 145 (548) - ——r—
DISPLACEMENT GALLONS B
(Liters) PER CYCLE: TJ2(2.7) & o0 - S|
AIR INLET: 1/2-inch, NPT (F) 2 ol / )
FLUID INLET: ANSI Class 150, 2-inch Pipe Flange g .
FLUID OUTLET: ANSI Class 150, 2-inch Pipe Flange g™ 1=z =)
MAX. OPERATING PRESSURE PSI (bar): 120 (8.3) Bl . o I:§ =
SUSPENDED SOLIDS MAX. DIA. IN. (mm):  1/4-inch (6.4) | = : %
WEIGHT - LBS. (Kg): 62 (28) Polypropylene, % m @ 50 120 50 o
92 {42} KYHEF[F’?DF}I CAPACITY IN L5, GALLONS PER MINUTE g
For Cast Iron center section models, % g ) .
add 23 Ibs. (104 kg - '—“—ﬁ‘—“——l—n—{—n—t——“ﬂ%
'I. 'l. ! noe on
MAX. DRY SUCTION LIFT: 14 ft. (Rubber fitted) | VIV L VY e ump.

ensional Data

TOTAL CISGHARGE HEAD

I _ A0 \ = . ) 120 240 360 480 500
— I i FLOW RATE (LITERS | MIN]}

21-518"
(541 mm)

():cessories

Recommended Filter-Regulator
(See Page 36)

AR EXHAUST Filter / Regulator: P29241-610

| THRE&D 14 MeT

67080 - Polypropylene Flange
Kit 2" NPT (F)

For complete airine connection kit, see

page 32, tem “B".

Pulsation Dampener, see page 25.

. 10-1/16 - :
2" ANSI FLANGE (2 X) (258 mmi For Diaphragm Pump P29241-610
Accessories see pages 32-34.

For recommended key models, refer fo the ARO diaphragm pump
price book (Form 2240-2). If the specific model you seek is not in the
price book, consult the factory for further selection assistance.

@d ©FINQ  sest sciiing Models 166623-3EB-C, 666283-344-C, 6662A3-344-C. 666284-444-C

Check Ball Check/

Air Wetted :
Base Model Motor Parts Valve Seats Diaphragm
| .I |
2" Pump A Aluminum 3 Polypropylene
B Castlron 4 Kynar (PVDF)
8 400 SS ( Hardened)

3 Polypropylene 22 Nitrile/Nitrile
44 Teflon/Teflon - Getinthe

All hardware is 300 Series Stainless Steel. 4 Kynar (PVDF) EB Santoprene/Santoprene 2
/== NE



